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Quick Line Kit YOUR AIR PIPING SYSTEM, PACKED IN A KIT!

AIRCOM S.r.l.

Via Trattato di Maastricht

15067 Novi Ligure (AL) - Italy

Phone +39 0143 329502

Fax +39 0143 358175

www.aircomsystem.com

info@aircomsystem.com

quicklinekit.com

Design: fargostudio.com

Why
QUICK AND SIMPLE INSTALLATION
Easy and quick to assemble, not requiring any intervention of a 

specialized installer or use of sophisticated or complex equipment.

DESIGNED FOR PROFESSIONALS
Available sizes and diameters meet all needs of SMEs: car repair & body 

shops, tire dealers, wood craftsmen, farmers, mechanical workshops. 

But even the most sophisticated hobbyists will be thrilled!

MODULAR CONCEPT
Modular design: can be easily disassembled and reassembled. 

Extensions and changes to the piping system to adapt to new 

requirements are easy to implement using the expansion sets.

SAFE AND RELIABLE
A reliable product, used by prestigious brands, designed

for professionals and optimized for workplace safety.

ENERGY EFFICIENCY AND ECONOMY OF OPERATION
A highly efficient system, without energy wasting

and with unchanged performances over the years.

EASY TO TRANSPORT
Kits come in compact and handy boxes, which can be easily

transported in a simple station wagon, or with a pick-up or

van for the larger QUICK LINE KIT Professional Ø 40mm.

All kits can be shipped by express courier.

The high quality of AIRCOM's large industrial piping systems for 

compressed air is now also accessible to SMEs and professionals

–but also to hobbyists!– who, due to the smaller size of their piping

systems, were previously often forced to resort to fallback solutions.

The Quick Line Kit Series is a modular series of ready-to-install kits 

or compressed air piping systems: they are easy to assemble and do not 

require any intervention of a specialized installer or use of sophisticated

and expensive equipment.

The Basic, Standard and Professional kits are available in diameter sizes 

from 16 to 40mm, covering lengths up to 100 linear meters with a maximum 

of 10 drops, and come with all components necessary for assembly of the 

piping system. Aluminum pipes come already pre-chamfered.

To meet every need for customization and expansion of your piping system 

over the time, Piping Expansion Kits are available to increase the linear 

meters of piping coverage, as well as Drops Expansion Kits to implement

all drops you may need.

Images in this brochure are for illustrative purposes only. Representations of the kits are not to scale.

The company reserves the right to make changes to the product without notice.
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The high quality of AIRCOM's large industrial piping systems for 

compressed air is now also accessible to SMEs and professionals

–but also to hobbyists!– who, due to the smaller size of their piping

systems, were previously often forced to resort to fallback solutions.

The Quick Line Kit Series is a modular series of ready-to-install kits 

or compressed air piping systems: they are easy to assemble and do not 

require any intervention of a specialized installer or use of sophisticated

and expensive equipment.

The Basic, Standard and Professional kits are available in diameter sizes 

from 16 to 40mm, covering lengths up to 100 linear meters with a maximum 

of 10 drops, and come with all components necessary for assembly of the 

piping system. Aluminum pipes come already pre-chamfered.

To meet every need for customization and expansion of your piping system 

over the time, Piping Expansion Kits are available to increase the linear 

meters of piping coverage, as well as Drops Expansion Kits to implement

all drops you may need.

Images in this brochure are for illustrative purposes only. Representations of the kits are not to scale.

The company reserves the right to make changes to the product without notice.
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QUICK LINE KIT  BASIC Ø 16 mm  QUICK LINE KIT
RUNKOLINJAN PITUUS: 14 M (16 MM)

YLEISET OMNAISUUDET

KATTAA ALUEEN: 48 m 2 Kw : 4 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

3 ALASVETOA 6 M (16 MM) 1/2” ULOSTULOLA

10

5

20

6

Alumiinipaineilmaputki  
2m Ø 16mm

Jatkoliitin Ø 16mm

Putkenkiinnike M8 Ø 16mm

90°kulmaliitin Ø 16mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITBASIC16

1
Liitosletku  
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre +
sulkuventtiili 16x1/2”

Mutteriavain liittimille 
Ø 16mm

4

3

1

1

T-liitin Ø 16mm

Jakotukki 1 ulosotto
F/F 16x1/2”

Monikerroksinen putki  
2m Ø 16mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

P70QLKITBASIC16   HINTA:  600,00 € (alv 0%)

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

KITCONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPINGEXPANSION KIT STANDARD20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD20MM
KITCALSTD20

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. TUOTTEET AIRCOMIN TUOTEESITTEESSÄ.

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

MAX. COVERED AREA:

LINEAR LENGTH: 36M

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITBASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

LINEAR LENGTH: 36M

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT BASIC16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 22M 4 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 120 m 2 Kw : 5,5 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

15

6

30

7

Alumiinipaineilmaputki
2m Ø 20mm

Jatkoliitin Ø 20mm

Putkenkiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITSTD20

1
Liitosletku
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre
+ sulkuventtiili 16x1/2”

Mutteriavain liittimelle
Ø 20mm

6

4

1

1

T-liitin Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki
2m Ø 20mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

6

3

2

Putken kiiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

T-liitin Ø 20mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosytoo
F/F 20x1/2”

Alumiinipaineilmaputki
2m Ø 20mm

3

4Jatkoliitin Ø 20mm

KUVAUS KPL

STANDARD 20MM PUTKISTOA VOI LAAJENTAA ESIM. TÄLLISELLA
KOKONAISUUDELLA:

T-liitin Ø 20mm 2

2
Alumiinipaineilmaputki
2m Ø 20mm

KUVAUS KPL

STD 20MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORTMANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose

1

1

Ball valve 16x1/2”

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

DESCRIPTION QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Q T

DROPS EXPANSION KIT BASIC 16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m 12m

KITSTD20

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

QUICK LINE KIT 

Quick Line Kit YOUR AIR PIPING SYSTEM, PACKED IN A KIT!

AIRCOM S.r.l.

Via Trattato di Maastricht

15067 Novi Ligure (AL) - Italy

Phone +39 0143 329502

Fax +39 0143 358175

www.aircomsystem.com

info@aircomsystem.com

quicklinekit.com

Design: fargostudio.com

Why
QUICK AND SIMPLE INSTALLATION
Easy and quick to assemble, not requiring any intervention of a 

specialized installer or use of sophisticated or complex equipment.

DESIGNED FOR PROFESSIONALS
Available sizes and diameters meet all needs of SMEs: car repair & body 

shops, tire dealers, wood craftsmen, farmers, mechanical workshops. 

But even the most sophisticated hobbyists will be thrilled!

MODULAR CONCEPT
Modular design: can be easily disassembled and reassembled. 

Extensions and changes to the piping system to adapt to new 

requirements are easy to implement using the expansion sets.

SAFE AND RELIABLE
A reliable product, used by prestigious brands, designed

for professionals and optimized for workplace safety.

ENERGY EFFICIENCY AND ECONOMY OF OPERATION
A highly efficient system, without energy wasting

and with unchanged performances over the years.

EASY TO TRANSPORT
Kits come in compact and handy boxes, which can be easily

transported in a simple station wagon, or with a pick-up or

van for the larger QUICK LINE KIT Professional Ø 40mm.

All kits can be shipped by express courier.

The high quality of AIRCOM's large industrial piping systems for 

compressed air is now also accessible to SMEs and professionals

–but also to hobbyists!– who, due to the smaller size of their piping

systems, were previously often forced to resort to fallback solutions.

The Quick Line Kit Series is a modular series of ready-to-install kits 

or compressed air piping systems: they are easy to assemble and do not 

require any intervention of a specialized installer or use of sophisticated

and expensive equipment.

The Basic, Standard and Professional kits are available in diameter sizes 

from 16 to 40mm, covering lengths up to 100 linear meters with a maximum 

of 10 drops, and come with all components necessary for assembly of the 

piping system. Aluminum pipes come already pre-chamfered.

To meet every need for customization and expansion of your piping system 

over the time, Piping Expansion Kits are available to increase the linear 

meters of piping coverage, as well as Drops Expansion Kits to implement

all drops you may need.

Images in this brochure are for illustrative purposes only. Representations of the kits are not to scale.

The company reserves the right to make changes to the product without notice.

Ominaisuudet

Quick Line Kit

NOPEA JA YKSINKERTAINEN ASENNUS
Helppo ja nopea koota, eikä vaadi alan asentajaa tai monimutkaisten laitteiden käyttöko-
musta.

SUUNNITELTU AMMATTIKÄYTTÖÖN
Saatavilla olevat koot täyttävät kaikki pk-yritysten tarpeet: autokorjaamot ja -korikorjaa-
mot, rengasliikkeet, puun käsityöläiset, maanviljelijät, mekaaniset korjaamot. Sopii myös 
vaativaan harrastajakäyttöön.

MODULAARINEN KONSEPTI
Modulaarinen rakenne: Voidaan helposti purkaa ja koota. Putkijärjestelmän laajennukset ja 
muutokset uusien vaatimusten mukaiseksi on helppo toteuttaa laajennussarjojen avulla.

TURVALLINEN JA LUOTETTAVA
Luotettava tuote ammattilaisille, jota myös arvostetut tuotemerkit käyttävät - optimoitua 
työturvallisuutta.

ENERGIATEHOKAS JA TALOUDELLINEN
Erittäin tehokas järjestelmä, joka ei tuhlaa energiaa. 

HELPPO KULJETTAA
Sarjat on pakattu kompakteihin ja käteviin laatikoihin, jotka helppo kuljettaa esim. paketti-
autolla.

AIRCOMin laadukas paineilmaputkistojärjestelmien valikoima sopii pk-yrityksille, pienyrittäjille ja vaati-
valle harrastajille.

Quick Line Kit on modulaarinen asennusvalmis paineilmaputkijärjestelmä. Kokoaminen on helppoa.

Basic-, standard- ja professional-sarjat sisältävät:
• putken halkaisija 16 - 40 mm
• runkoputken pituus saatavilla maks 100 m
• maks. 10 alasvetoa
Sarjat sisältävät kaikki putkistojärjestelmän kokoamiseen tarvittavat komponentit. 
Alumiiniputket on viistetty.

Putkistojärjestelmiä voi räätälöidä oman tarpeen mukaan. Saatavana on putkistolaajennussarjoja pi-
dentämään putkilinjastoa ja alasvetojen määrää.

Quick Line Kit YOUR AIR PIPING SYSTEM, PACKED IN A KIT!

AIRCOM S.r.l.

Via Trattato di Maastricht

15067 Novi Ligure (AL) - Italy

Phone +39 0143 329502

Fax +39 0143 358175

www.aircomsystem.com

info@aircomsystem.com

quicklinekit.com

Design: fargostudio.com

Why
QUICK AND SIMPLE INSTALLATION
Easy and quick to assemble, not requiring any intervention of a 

specialized installer or use of sophisticated or complex equipment.

DESIGNED FOR PROFESSIONALS
Available sizes and diameters meet all needs of SMEs: car repair & body 

shops, tire dealers, wood craftsmen, farmers, mechanical workshops. 

But even the most sophisticated hobbyists will be thrilled!

MODULAR CONCEPT
Modular design: can be easily disassembled and reassembled. 

Extensions and changes to the piping system to adapt to new 

requirements are easy to implement using the expansion sets.

SAFE AND RELIABLE
A reliable product, used by prestigious brands, designed

for professionals and optimized for workplace safety.

ENERGY EFFICIENCY AND ECONOMY OF OPERATION
A highly efficient system, without energy wasting

and with unchanged performances over the years.

EASY TO TRANSPORT
Kits come in compact and handy boxes, which can be easily

transported in a simple station wagon, or with a pick-up or

van for the larger QUICK LINE KIT Professional Ø 40mm.

All kits can be shipped by express courier.

The high quality of AIRCOM's large industrial piping systems for 

compressed air is now also accessible to SMEs and professionals

–but also to hobbyists!– who, due to the smaller size of their piping

systems, were previously often forced to resort to fallback solutions.

The Quick Line Kit Series is a modular series of ready-to-install kits 

or compressed air piping systems: they are easy to assemble and do not 

require any intervention of a specialized installer or use of sophisticated

and expensive equipment.

The Basic, Standard and Professional kits are available in diameter sizes 

from 16 to 40mm, covering lengths up to 100 linear meters with a maximum 

of 10 drops, and come with all components necessary for assembly of the 

piping system. Aluminum pipes come already pre-chamfered.

To meet every need for customization and expansion of your piping system 

over the time, Piping Expansion Kits are available to increase the linear 

meters of piping coverage, as well as Drops Expansion Kits to implement

all drops you may need.

Images in this brochure are for illustrative purposes only. Representations of the kits are not to scale.

The company reserves the right to make changes to the product without notice.
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OMINAISUUDET

AIRCOMin laadukas paineilmaputkistojärjestelmien valikoima sopii pk-yrityksille, pienyrittä-
jille ja vaativalle harrastajille. 

Quick Line Kit on modulaarinen asennusvalmis paineilmaputkijärjestelmä. Kokoaminen on 
helppoa. 

Basic-, standard- ja professional-sarjat sisältävät:
• putken halkaisija 16 - 40 mm
• runkoputken pituus saatavilla maks 100 m
• maks. 10 alasvetoa

Sarjat sisältävät kaikki putkistojärjestelmän kokoamiseen tarvittavat komponentit. Alumiini-
putket on viistetty. Sarjaa voi laajentaa tarpeen mukaan. Tuotteet löytyvät Aircomin tuo-
te-esitteestä.
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QUICK LINE KIT  BASIC Ø 16 mm  QUICK LINE KIT
RUNKOLINJAN PITUUS: 14 M (16 MM)

YLEISET OMNAISUUDET

KATTAA ALUEEN: 48 m 2 Kw : 4 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

3 ALASVETOA 6 M (16 MM) 1/2” ULOSTULOLA

10

5

20

6

Alumiinipaineilmaputki  
2m Ø 16mm

Jatkoliitin Ø 16mm

Putkenkiinnike M8 Ø 16mm

90°kulmaliitin Ø 16mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITBASIC16

1
Liitosletku  
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre +
sulkuventtiili 16x1/2”

Mutteriavain liittimille 
Ø 16mm

4

3

1

1

T-liitin Ø 16mm

Jakotukki 1 ulosotto
F/F 16x1/2”

Monikerroksinen putki  
2m Ø 16mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

P70QLKITBASIC16   HINTA:  600,00 € (alv 0%)

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x1
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All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5
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90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. TUOTTEET AIRCOMIN TUOTEESITTEESSÄ.

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

MAX. COVERED AREA:

LINEAR LENGTH: 36M

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITBASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

LINEAR LENGTH: 36M

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT BASIC16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 22M 4 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 120 m 2 Kw : 5,5 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

15

6

30

7

Alumiinipaineilmaputki
2m Ø 20mm

Jatkoliitin Ø 20mm

Putkenkiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITSTD20

1
Liitosletku
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre
+ sulkuventtiili 16x1/2”

Mutteriavain liittimelle
Ø 20mm

6

4

1

1

T-liitin Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki
2m Ø 20mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

6

3

2

Putken kiiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

T-liitin Ø 20mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosytoo
F/F 20x1/2”

Alumiinipaineilmaputki
2m Ø 20mm

3

4Jatkoliitin Ø 20mm

KUVAUS KPL

STANDARD 20MM PUTKISTOA VOI LAAJENTAA ESIM. TÄLLISELLA
KOKONAISUUDELLA:

T-liitin Ø 20mm 2

2
Alumiinipaineilmaputki
2m Ø 20mm

KUVAUS KPL

STD 20MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORTMANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose

1

1

Ball valve 16x1/2”

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

DESCRIPTION QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Q T

DROPS EXPANSION KIT BASIC 16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m 12m

KITSTD20

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

QUICK LINE KIT BASIC Ø16 mm 
ALUMIINISEN RUNKOLINJAN PITUUS 14 m (16 mm)
2 m alasvetoja 3 kpl (16 mm) 
1/2” jakotukki yhdellä ulostulolla

Tuotenro: P70QLKITBASIC16

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. 
TUOTTEET LÖYTYVÄT AIRCOMIN TUOTE-ESITTEESTÄ.QUICK LINE KIT  BASIC Ø 16 mm  QUICK LINE KIT

PITUUS: 14M

YLEISET OMINAISUUDET

KATTAA ALUEEN: 48 m 2 Kw : 4 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

3 ALASVETOA 1/2” ULOSTULOLLA

10

5

20

6

Alumiinipaineilmaputki  
2m Ø 16mm

Jatkoliitin Ø 16mm

Putkenkiinnike M8 Ø 16mm

90°kulmaliitin Ø 16mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITBASIC16

1
Liitosletku  
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre +
sulkuventtiili 16x1/2”

Mutteriavain liittimille 
Ø 16mm

4

3

1

1

T-liitin Ø 16mm

Jakotukki 1 ulosotto
F/F 16x1/2”

Monikerroksinen putki  
2m Ø 16mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

TEKSTI
TEKSTI

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KITCONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. TUOTTEET AIRCOMIN TUOTEESITTEESSÄ.

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

MAX. COVERED AREA:

LINEAR LENGTH: 36M

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITBASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

LINEAR LENGTH: 36M

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 22M 4 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 120 m 2 Kw : 5,5 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

15

6

30

7

Alumiinipaineilmaputki
2m Ø 20mm

Jatkoliitin Ø 20mm

Putkenkiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITSTD20

1
Liitosletku
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre
+ sulkuventtiili 16x1/2”

Mutteriavain liittimelle
Ø 20mm

6

4

1

1

T-liitin Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki
2m Ø 20mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

6

3

2

Putken kiiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

T-liitin Ø 20mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosytoo
F/F 20x1/2”

Alumiinipaineilmaputki
2m Ø 20mm

3

4Jatkoliitin Ø 20mm

KUVAUS KPL

STANDARD 20MM PUTKISTOA VOI LAAJENTAA ESIM. TÄLLISELLA
KOKONAISUUDELLA:

T-liitin Ø 20mm 2

2
Alumiinipaineilmaputki
2m Ø 20mm

KUVAUS KPL

STD 20MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30
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Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30
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Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORTMANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose

1

1

Ball valve 16x1/2”

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30
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Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

DESCRIPTION QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI)

15
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Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Q T

DROPS EXPANSION KIT BASIC 16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m 12m

KITSTD20

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

SARJAN SISÄLTÖ KITBASIC16

Alumiinipaineilmaputki	 10
2 m ø 16 mm

Jatkoliitin ø 16 mm	 5

Putkenkiinnike ø 16 mm	 20

90˚ kulmaliitin ø 16 mm	 6

T-liitin ø 16 mm	 4

Jakotukki 1 ulostulo	 3
F/F 16x1/2”

Monikerroksinen putki	 1
2 m ø 16 mm

Pikaliitin pistoke 1/2”	 1

Liitosletku	 1
1/2” M x 1/2” F

Lähtöliitin sisäkierre +	 1
sulkuventtiili 16x1/2”

Mutteriavain liittimille	 1
ø 16 mm



4
PA

IN
EI

LM
AL

IIT
TI

M
ET

QUICK LINE KIT BASIC Ø 16 mm QUICK LINE KIT

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 14M

YLEISET OMINAISUUDET

KATTAA ALUEEN: 48 m 2 Kw : 4 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

3 ALASVETOA 1/2” ULOSTULOLLA

10

5

20

6

Alumiinipaineilmaputki
2m Ø 16mm

Jatkoliitin Ø 16mm

Putkenkiinnike M8 Ø 16mm

90°kulmaliitin Ø 16mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITBASIC16

1
Liitosletku
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre +
sulkuventtiili 16x1/2”

Mutteriavain liittimille
Ø 16mm

4

3

1

1

T-liitin Ø 16mm

Jakotukki 1 ulosotto
F/F 16x1/2”

Monikerroksinen putki
2m Ø 16mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

Alumiinipaineilmaputki
2m Ø 16mm

2

3

4

2

2

Jatkoliitin Ø 16mm

Putken kiinnike M8 Ø 16mm

90° kulmaliitin Ø 16mm

T-liitin Ø 16mm

KUVAUS KPL

BASIC 16MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

T-liitin Ø 16mm 2

2

4

2

Alumiinipaineilmaputki
2m Ø 16mm

Putken kiinnike  M8 Ø 16mm

Jakotukki 1 ulos
F/F 16x1/2”

KUVAUS KPL

BASIC 16MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4
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Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”
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Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15
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30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KITCONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”
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20
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Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10
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20
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Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20
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Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6
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Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

MAX. COVERED AREA:

LINEAR LENGTH: 36M

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITBASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

LINEAR LENGTH: 36M

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT  STANDARD Ø 20 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 22M 4 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 120 m 2 Kw : 5,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

15

6

30

7

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 20mm

Putkenkiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITSTD20

1
Liitosletku  
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre
+ sulkuventtiili 16x1/2”

Mutteriavain liittimelle 
Ø 20mm

6

4

1

1

T-liitin Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORTMANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose

1

1

Ball valve 16x1/2”

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

DESCRIPTION QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Q T

DROPS EXPANSION KIT BASIC 16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m 12m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø20 mm 
ALUMIINISEN RUNKOLINJAN PITUUS 22 m (20 mm)
2 m alastuloja 4 kpl (20 mm) 
1/2” jakotukku yhdellä ulostuloilla

Tuotenro: P70QLKITSTD20	

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m 2

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe

Aluminium pipe

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

16m

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA:

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO25

x 1

KITPRO32

x 2

SAFETY FACTOR:4

1

1

1

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw:7,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

KIT CONTENTKITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KITQUICK LINE KIT  PROFESSIONAL Ø 25 mm  
5 ALASVETOA 10 M (20 MM) 1/2" ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 180 m 2 Kw : 7,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

RUNKOLAINJAN PITUUS: 36M (25 MM)

18

5

9

40

10

Alumiinipaineilmaputki  
2m Ø 25mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 25mm

Putkenkiinnike M8 Ø 20mm

Putkenkiinnike M8 Ø 25mm

KUVAUS KPL

SARJAN SISÄLTÖ KITPRO25

1

1

1

1

1

Päätykappale Ø 25mm

Lähtöliitin sisäkierre
+ sulkuventtiili  25x3/4”

Liitosletku  
3/4“ M x 3/4” F

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

7

5

2

5

1

90° kulmaliitin Ø 25mm

T-supistusliitin  
Ø 25x20

T-liitin Ø 25mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL KUVAUS KPL

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPINGEXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

1

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

SAFETY FACTOR: 4

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x 1

P70QLKITPRO25   HINTA:  1060,00 € (alv 0%)

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. TUOTTEET AIRCOMIN TUOTEESITTEESSÄ.

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. 
TUOTTEET LÖYTYVÄT AIRCOMIN TUOTE-ESITTEESTÄ.

QUICK LINE KIT BASIC Ø 16 mm QUICK LINE KIT

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 14M

YLEISET OMINAISUUDET

KATTAA ALUEEN: 48 m 2 Kw : 4 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

3 ALASVETOA 1/2” ULOSTULOLLA

10

5

20

6

Alumiinipaineilmaputki
2m Ø 16mm

Jatkoliitin Ø 16mm

Putkenkiinnike M8 Ø 16mm

90°kulmaliitin Ø 16mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITBASIC16

1
Liitosletku
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre +
sulkuventtiili 16x1/2”

Mutteriavain liittimille
Ø 16mm

4

3

1

1

T-liitin Ø 16mm

Jakotukki 1 ulosotto
F/F 16x1/2”

Monikerroksinen putki
2m Ø 16mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

Alumiinipaineilmaputki
2m Ø 16mm

2

3

4

2

2

Jatkoliitin Ø 16mm

Putken kiinnike M8 Ø 16mm

90° kulmaliitin Ø 16mm

T-liitin Ø 16mm

KUVAUS KPL

BASIC 16MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

T-liitin Ø 16mm 2

2

4

2

Alumiinipaineilmaputki
2m Ø 16mm

Putken kiinnike  M8 Ø 16mm

Jakotukki 1 ulos
F/F 16x1/2”

KUVAUS KPL

BASIC 16MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KITCONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

MAX. COVERED AREA:

LINEAR LENGTH: 36M

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITBASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

LINEAR LENGTH: 36M

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT  STANDARD Ø 20 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 22M 4 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 120 m 2 Kw : 5,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

15

6

30

7

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 20mm

Putkenkiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITSTD20

1
Liitosletku  
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre
+ sulkuventtiili 16x1/2”

Mutteriavain liittimelle 
Ø 20mm

6

4

1

1

T-liitin Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORTMANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose

1

1

Ball valve 16x1/2”

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

DESCRIPTION QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Q T

DROPS EXPANSION KIT BASIC 16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m 12m

KITSTD20

x 1

SARJAN SISÄLTÖ KITSTD20

Alumiinipaineilmaputki	 15
2 m ø 20 mm

Jatkoliitin ø 20 mm	 6

Putkenkannake ø 20 mm	 30

90˚ kulmaliitin ø 20 mm	 7

T-liitin ø 20 mm	 6

Jakotukki 1 ulostulo	 4
F/F 20x1/2”

Monikerroksinen putki	 1
2 m ø 20 mm

Pikaliitin pistoke 1/2”	 1

Liitosletku	 1
1/2” M x 1/2” F

Lähtöliitin sisäkierre +	 1
sulkuventtiili 16x1/2”

Mutteriavain liittimille	 1
ø 20 mm

QUICK LINE KIT BASIC Ø 16 mm QUICK LINE KIT

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 14M

YLEISET OMINAISUUDET

KATTAA ALUEEN: 48 m 2 Kw : 4 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

3 ALASVETOA 1/2” ULOSTULOLLA

10

5

20

6

Alumiinipaineilmaputki
2m Ø 16mm

Jatkoliitin Ø 16mm

Putkenkiinnike M8 Ø 16mm

90°kulmaliitin Ø 16mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITBASIC16

1
Liitosletku
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre +
sulkuventtiili 16x1/2”

Mutteriavain liittimille
Ø 16mm

4

3

1

1

T-liitin Ø 16mm

Jakotukki 1 ulosotto
F/F 16x1/2”

Monikerroksinen putki
2m Ø 16mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

Alumiinipaineilmaputki
2m Ø 16mm

2

3

4

2

2

Jatkoliitin Ø 16mm

Putken kiinnike M8 Ø 16mm

90° kulmaliitin Ø 16mm

T-liitin Ø 16mm

KUVAUS KPL

BASIC 16MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

T-liitin Ø 16mm 2

2

4

2

Alumiinipaineilmaputki
2m Ø 16mm

Putken kiinnike  M8 Ø 16mm

Jakotukki 1 ulos
F/F 16x1/2”

KUVAUS KPL

BASIC 16MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KITCONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

MAX. COVERED AREA:

LINEAR LENGTH: 36M

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITBASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

LINEAR LENGTH: 36M

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT  STANDARD Ø 20 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 22M 4 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 120 m 2 Kw : 5,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

15

6

30

7

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 20mm

Putkenkiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITSTD20

1
Liitosletku  
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre
+ sulkuventtiili 16x1/2”

Mutteriavain liittimelle 
Ø 20mm

6

4

1

1

T-liitin Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORTMANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose

1

1

Ball valve 16x1/2”

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

DESCRIPTION QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Q T

DROPS EXPANSION KIT BASIC 16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m 12m

KITSTD20

x 1
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QUICK LINE KIT BASIC Ø 16 mm QUICK LINE KIT

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 14M

YLEISET OMINAISUUDET

KATTAA ALUEEN: 48 m 2 Kw : 4 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

3 ALASVETOA 1/2” ULOSTULOLLA

10

5

20

6

Alumiinipaineilmaputki
2m Ø 16mm

Jatkoliitin Ø 16mm

Putkenkiinnike M8 Ø 16mm

90°kulmaliitin Ø 16mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITBASIC16

1
Liitosletku
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre +
sulkuventtiili 16x1/2”

Mutteriavain liittimille
Ø 16mm

4

3

1

1

T-liitin Ø 16mm

Jakotukki 1 ulosotto
F/F 16x1/2”

Monikerroksinen putki
2m Ø 16mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

Alumiinipaineilmaputki
2m Ø 16mm

2

3

4

2

2

Jatkoliitin Ø 16mm

Putken kiinnike M8 Ø 16mm

90° kulmaliitin Ø 16mm

T-liitin Ø 16mm

KUVAUS KPL

BASIC 16MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

T-liitin Ø 16mm 2

2

4

2

Alumiinipaineilmaputki
2m Ø 16mm

Putken kiinnike  M8 Ø 16mm

Jakotukki 1 ulos
F/F 16x1/2”

KUVAUS KPL

BASIC 16MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KITSTANDARD Ø 20mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KITCONTENTKITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q T

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

2m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR:

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm 2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION Q

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

QUICK LINE KIT BASIC Ø 16 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m 2 K w : 4 PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTION QT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTION QT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTION Q T

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m 8m

KITBASIC16

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

MAX. COVERED AREA:

LINEAR LENGTH: 36M

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITBASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

QUICK LINE KIT

MAX. COVERED AREA:

LINEAR LENGTH: 36M

6m

2m

12m

2m

KITSTD20

x 1

KITPRO25

x 1

QUICK LINE KITBASIC Ø 16mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA:48m2Kw:4PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKITBASIC16

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTIONQT

EXPANSION KITS

Aluminium pipe
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC16MM
KITBASICEXP16

Tee Ø 16mm2

2

4

2

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m8m

2m

KITBASIC16

x1

QUICK LINE KIT  STANDARD Ø 20 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

PITUUS: 22M 4 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 120 m 2 Kw : 5,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

15

6

30

7

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 20mm

Putkenkiinnike M8 Ø 20mm

90° kulmaliitin Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITSTD20

1
Liitosletku  
1/2“ M x 1/2” F

1

1

Lähtöliitin sisäkierre
+ sulkuventtiili 16x1/2”

Mutteriavain liittimelle 
Ø 20mm

6

4

1

1

T-liitin Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

Pikaliitinpistoke 1/2”

KUVAUS KPL KUVAUS KPL

QUICK LINE KIT

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30
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Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M 4 DROPS WITH THREADED OUTLETS 1/2”

1

1

1

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

6m

2m

12m

2m

KITSTD20

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KIT CONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
SINGLE PORTMANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose

1

1

Ball valve 16x1/2”

QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm 2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m

2m

12m

2m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner
Ø 16mm

DESCRIPTION QT

GENERAL FEATURES

MAX. COVERED AREA: 120 m 2 K w : 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTION QT DESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Q T

DROPS EXPANSION KIT BASIC 16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 20mm

3

4Straight coupling Ø 20mm

DESCRIPTION Q T

PIPING EXPANSION KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM
KITCALSTD20

2m

6m 12m

KITSTD20

x 1

QUICK LINE KIT STANDARD Ø20 mm QUICK LINE KIT PROFESSIONAL Ø25 mm 
ALUMIINISEN RUNKOLINJAN PITUUS 36 m (25 mm)
2 m alastuloja 5 kpl (20 mm)
 1/2” jakotukki yhdellä ulostulolla

Tuotenro: P70QLKITPRO25	

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m 2

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe

Aluminium pipe

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

16m

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA:

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO25

x 1

KITPRO32

x 2

SAFETY FACTOR:4

1

1

1

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw:7,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

KIT CONTENTKITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KITQUICK LINE KIT  PROFESSIONAL Ø 25 mm  
5 ALASVETOA 10 M (20 MM) 1/2" ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 180 m 2 Kw : 7,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

RUNKOLAINJAN PITUUS: 36M (25 MM)

18

5

9

40

10

Alumiinipaineilmaputki  
2m Ø 25mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 25mm

Putkenkiinnike M8 Ø 20mm

Putkenkiinnike M8 Ø 25mm

KUVAUS KPL

SARJAN SISÄLTÖ KITPRO25

1

1

1

1

1

Päätykappale Ø 25mm

Lähtöliitin sisäkierre
+ sulkuventtiili  25x3/4”

Liitosletku  
3/4“ M x 3/4” F

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

7

5

2

5

1

90° kulmaliitin Ø 25mm

T-supistusliitin  
Ø 25x20

T-liitin Ø 25mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL KUVAUS KPL

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPINGEXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

1

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

SAFETY FACTOR: 4

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x 1

P70QLKITPRO25   HINTA:  1060,00 € (alv 0%)

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. TUOTTEET AIRCOMIN TUOTEESITTEESSÄ.SARJAA VOI LAAJENTAA TARPEEN MUKAAN. 
TUOTTEET LÖYTYVÄT AIRCOMIN TUOTE-ESITTEESTÄ.

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m 2

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe

Aluminium pipe

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

16m

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA:

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO25

x 1

KITPRO32

x 2

SAFETY FACTOR:4

1

1

1

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw: 7,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

KIT CONTENTKITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KITQUICK LINE KIT  PROFESSIONAL Ø 25 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

5 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 180 m 2 Kw : 7,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

PITUUS: 36M

18

5

9

40

10

Alumiinipaineilmaputki  
2m Ø 25mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 25mm

Putkenkiinnike M8 Ø 20mm

Putkenkiinnike M8 Ø 25mm

KUVAUS KPL

SARJAN SISÄLTÖ KITPRO25

1

1

1

1

1

Päätykappale Ø 25mm

Lähtöliitin sisäkierre
+ sulkuventtiili  25x3/4”

Liitosletku  
3/4“ M x 3/4” F

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

7

5

2

5

1

90° kulmaliitin Ø 25mm

T-supistusliitin  
Ø 25x20

T-liitin Ø 25mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL KUVAUS KPL

10

3

2

Putken kiinnike M8 Ø 25mm

90° kulmaliitin Ø 25mm

T-liitini Ø 25mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Alumiinipaineilmaputki  
2m Ø 25mm

4

4Jatkoliitin Ø 25mm

KUVAUS KPL

PRO 25MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

T-supistusliitin  
Ø 25x20mm

2

2
Alumiinpaineilmaputki  
2m Ø 20mm

KUVAUS KPL

PRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

1

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

SAFETY FACTOR: 4

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

SARJAN SISÄLTÖ KITPRO25

Alumiinipaineilmaputki	 18
2 m ø 25 mm

Alumiinipaineilmaputki	 5
2 m ø 20 mm

Jatkoliitin ø 25 mm	 9

Putkenkannake MB ø 25 mm	 40

Putkenkannake MB ø 20 mm	 10

90˚ kulmaliitin ø 25 mm	 7

T-supistusliitin ø 25x20 mm	 5

T-liitin ø 25 mm	 2

Jakotukki 1 ulosotto	 5
F/F 20x1/2”

Monikerroksinen putki	 1
2 m ø 20 mm

Päätykappale ø 25 mm	 1
 

Lähtöliitin sisäkierre +	 1
sulkuventtiili 25x3/4”

Liitosletku	 1
3/4” M x 3/4” F

Mutteriavain liittimille	 1
ø 25 mm

Mutteriavain liittimille	 1
ø 20 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m 2

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe

Aluminium pipe

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

16m

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA:

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO25

x 1

KITPRO32

x 2

SAFETY FACTOR:4

1

1

1

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw: 7,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

KIT CONTENTKITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KITQUICK LINE KIT  PROFESSIONAL Ø 25 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

5 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 180 m 2 Kw : 7,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

PITUUS: 36M

18

5

9

40

10

Alumiinipaineilmaputki  
2m Ø 25mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 25mm

Putkenkiinnike M8 Ø 20mm

Putkenkiinnike M8 Ø 25mm

KUVAUS KPL

SARJAN SISÄLTÖ KITPRO25

1

1

1

1

1

Päätykappale Ø 25mm

Lähtöliitin sisäkierre
+ sulkuventtiili  25x3/4”

Liitosletku  
3/4“ M x 3/4” F

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

7

5

2

5

1

90° kulmaliitin Ø 25mm

T-supistusliitin  
Ø 25x20

T-liitin Ø 25mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL KUVAUS KPL

10

3

2

Putken kiinnike M8 Ø 25mm

90° kulmaliitin Ø 25mm

T-liitini Ø 25mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Alumiinipaineilmaputki  
2m Ø 25mm

4

4Jatkoliitin Ø 25mm

KUVAUS KPL

PRO 25MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

T-supistusliitin  
Ø 25x20mm

2

2
Alumiinpaineilmaputki  
2m Ø 20mm

KUVAUS KPL

PRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

1

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

SAFETY FACTOR: 4

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:
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All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m 2

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe

Aluminium pipe

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

16m

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA:

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO25

x 1

KITPRO32

x 2

SAFETY FACTOR:4

1

1

1

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw:7,5 PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

KIT CONTENTKITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KITQUICK LINE KIT PROFESSIONAL Ø 25 mm

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

5 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 180 m 2 Kw : 7,5 PAINE: 16 BAR (232 PSI) VARMUUSKERROIN: 4

PITUUS: 36M

18

5

9

40

10

Alumiinipaineilmaputki
2m Ø 25mm

Alumiinipaineilmaputki
2m Ø 20mm

Jatkoliitin Ø 25mm

Putkenkiinnike M8 Ø 20mm

Putkenkiinnike M8 Ø 25mm

KUVAUS KPL

SARJAN SISÄLTÖ KITPRO25

1

1

1

1

1

Päätykappale Ø 25mm

Lähtöliitin sisäkierre
+ sulkuventtiili  25x3/4”

Liitosletku
3/4“ M x 3/4” F

Mutteriavain liittimelle
Ø 25mm

Mutteriavain liittimelle
Ø 20mm

7

5

2

5

1

90° kulmaliitin Ø 25mm

T-supistusliitin
Ø 25x20

T-liitin Ø 25mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki
2m Ø 20mm

KUVAUS KPL KUVAUS KPL

10

3

2

Putken kiinnike M8 Ø 25mm

90° kulmaliitin Ø 25mm

T-liitini Ø 25mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Alumiinipaineilmaputki
2m Ø 25mm

4

4Jatkoliitin Ø 25mm

KUVAUS KPL

PRO 25MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

T-supistusliitin
Ø 25x20mm

2

2
Alumiinpaineilmaputki
2m Ø 20mm

KUVAUS KPL

PRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR (232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

Aluminium pipe
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPINGEXPANSION KIT PRO 32MM
KITPROEXP32

Quick branch plug
Ø 32x25mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
TWIN PORT MANIFOLDKITCALPROB32

Quick branch plug
Ø 32x20mm

2

2

4

2

Aluminium pipe
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
SINGLE PORT MANIFOLDKITCALPROM32

EXPANSION KITS 

32

8

15

40

20

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose
32x1.1/4”

Nut spanner
Ø 32mm

Nut spanner
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Quick branch plug
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

1

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KITPROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:625m2Kw:22PRESSURE:16 BAR(232 PSI)SAFETY FACTOR:4

25

2

8

22

50

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

KITCONTENTKITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose
40x1.1/2”

Nut spanner
Ø 40mm

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug
40x25mm

Quick branch plug
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 40MM
KITPROEXP40

Quick branch plug
Ø 40x25mm

2

2

4

2

Aluminium pipe
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 40MM
TWIN PORT MANIFOLDKITCALPROB40

Quick branch plug
Ø 40x20mm

2

2

4

2

Aluminium pipe
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM
SINGLE PORT MANIFOLDKITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

25m

25m

KITPRO40

x5

SAFETY FACTOR: 4

1
Connection hose
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

QT

QUICK LINE KIT PROFESSIONAL Ø 25 mm

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe
2m Ø 25mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose
3/4“ M x 3/4” F

Nut spanner
Ø 25mm

Nut spanner
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT DESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

Aluminium pipe
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM
KITPROEXP25

Reduced Tee
Ø 25x20mm

2

2
Aluminium pipe
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL 
LINEAR LENGTH: 0� 0M 10 O� � PS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

MAX. COVERED R� EA: 625 m 2 K w : 22

25

2

8

22

50

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

KIT CONTENT

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

�m����m ������
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION K� T PRO � � MM
KITPROEXP40

DROPS EXPANSIO � KIT PRO 40MM
SINGLE O  � � MANIFOLD

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 15 PRESSURE: 16 A� R (232 PSI) SAFE  � FACTO� : 4

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM
TWIN PO� T MANIFOLD KITCALPROB32

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � � MM
SINGL � PORT MANILL� D KITLL� PROM32

EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KT� PRO� 2

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

KITPRO40

x 5

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL 
LINEAR LENGTH: 0� 0M

MAX. COVERED R� EA: 625 m 2 K

25

2

8

22

50

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

�m����m ������
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION K� T PRO � � MM
KITPROEXP40

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

m 2 K w : 15 PRESSURE: 16 A� R (232 PSI) SAFE  � FACTO� : 4

6

6

15

4

4

QT

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO 32MM
TWIN PO� T MANIFOLD KITCALPROB32

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � � MM
SINGL � PORT MANILL� D KITLL� PROM32

EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KT� PRO� 2

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

mm�

KITPRO40

x 5

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL 
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2 K w : 22

25

2

8

22

50

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

�m����m ������
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSIO � KIT PRO 40MM
KITPRO� XP40 SINGL � PORT MANILL� D

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 15 PRESSURE: 16 A� R (232 PSI) SAFETY FACTOR: 4

6

6

15

4

4

QT

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � � MM
TWIN PO � � MANIFOL� KITLL� PRO3� 2

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � � MM
SINGL � PORT MANILL� D KITLL� PROM32

EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KT� PRO� 2

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

mm�

KITPRO� 0

x 5

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

�m����m ������
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSIO � KIT PRO 40MM
KITPRO� XP40

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

256 m 2 K w : 15 PRESSURE: 16 A� R (232 PSI) SAFETY FACTOR: 4

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

QT

PIPING EXPANSIO � K� T PRO 32MM

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � � MM
TWIN PO � � MANIFOL� KITLL� PRO3� 2

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � � MM
SINGL � PORT MANILL� D KITLL� PROM32

EXPANSION KITS 

32

8

15

40

20

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

QT

 KIT CONTENT KT� PRO� 2

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

mm�

KITPRO� 0

x 5

QUICK LINE KITSTANDARD Ø 20mm

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

LINEAR LENGTH: 22M

SAFETY FACTOR:4

4 DROPS WITH THREADED OUTLETS 1/2”

1
������ ��������
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

�� ��������
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 A�R(232PSI)SAFETY FACTOR:

15

6

30

7

�m����m ������
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

������ ��������
1/2“ M x 1/2” F

Ball valve 16x1/2”

�� ��������
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Q���� ��� �� ���������

DESCRIPTIONQTDESCRIPTION

2

2

4

2

QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

�m����m ������
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPINGEXPANSIO �KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm2

2
�m����m ������
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 0�MM
KITCALSTD20

2m

6mmm�

KITSTD20

x1

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT
LINEAR LENGTH: 100M

MAX. COVERED AREA:

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

�m����m ������
4m Ø 40mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION

PIPING EXPANSIO � K� T PRO 40MM
KITPRO� XP40

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE: 16 A� R (2  � PSI) SAFETY FACTOR: 4

�m����m ������
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

PIPING EXPANSIO K� IT PRO M� � M
KITPROX� P32

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO � � MM
TWI � PORT MANIFOLD KITCALPRO3� 2

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO � � MM
SINGLE PO� T MANIFOLD KITCALPRO3� 2

EXPANSION KITS 

32

8

15

40

20

�m����m ������
2m Ø 32mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

KIT CONTENT K� TPRO� 2

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

KITPRO� 2

x 2

KITPRO� 0

x 5

SAFETY FACTOR:4

1
������ ��������
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

5 DROPS WITH THREADED O��LETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw:7,5 PRESSURE:16 A�R(2  �PSI)SAFETY FACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

�m����m ������
2m Ø 25mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

KIT CONTENTK�TPRO25

End cap Ø 25mm

Ball valve 25x3/4”

������ ��������
3/4“ M x 3/4” F

�� ��������
Ø 25mm

�� ��������
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

����� �����
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

�� mmm�����

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

�m����m ������
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSIO K�IT PRO 25MM
KITPROX�P25

����� �����
Ø 25x20mm

2

2
�m����m ������
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSIO �KITPRO ��MM
KITCALPRO�5

2m

2m

8m

8m

mm�

2m

KITPRO�5

x1

QUICK LINE KIT

MAX. COVERED AREA:

PIPING EXPANSIO � KIT PRO 40MM

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE: 16 A� R (2  � PSI) SAFETY FACTOR: 4

�m����m ������
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

PIPING EXPANSIO K� IT PRO M� � M
KITPROX� P32

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSIO � K� T PRO 32MM
TWI � PORT MANIFOL� KITLL� PRO3� 2

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO � � MM
SINGLE PO� T MANIFOLD KITCALPRO3� 2

EXPANSION KITS 

32

8

15

40

20

�m����m ������
2m Ø 32mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

KIT CONTENT K� TPRO� 2

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

KITPRO� 2

x 2

KITPRO� 0

Lorem ipsum

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT
LINEAR LENGTH: 100M

MAX. COVERED AREA:

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

�m����m ������
4m Ø 40mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION

PIPING EXPANSIO K� IT PRO 40MM
KITPROX� P40

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 32 mm
LINE LE� � NGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. CO� ERED AREA: 256 m 2 K w : 15 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

�m����m ������
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

ING EXPANSION KT� PRO � 2MM
KITPROX� P32

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM
TWI � PORT MANIFOLD K� TCALPROB32

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO K� IT PRO M� � M
SINGL � PORT MANIFOLD KITCALPROM32

EXPANSION KITS 

32

8

15

40

20

�m����m ������
2m Ø 32mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

KIT CO� TENT KITPRO� 2

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

K� TPRO� 2

x 2

KITPRO� 0

x 5

SAFETY FACTOR:4

1

1

1

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

5 O��PS WITH THREADED OUTLE  �1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw:7,5 PRESSURE:16 BAR (232 PSI)SAFETYFACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

�m����m ������
2m Ø 25mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 K�TCONTENTKITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

������ ��������
3/4“ M x 3/4” F

�� ��������
Ø 25mm

�� ��������
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

����� �����
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPOO�NQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

�� mmm�����

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

�m����m ������
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSIO �KITPRO ��MM
K�TPROEXP25

����� �����
Ø 25x20mm

2

2
�m����m ������
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSIO K�IT PRO 25MM
KITCALPRO25

2m

2m

8m

8m

mm�

2m

K�TPRO25

x1

QUICK LINE KITQUICK LINE KIT  PROFESSIONAL Ø 32 mm
RUNKOLINJAN PITUUS 64 M (32 MM) 8 ALASVETOATOA 16 M (20 MM) 1/2” ULOSTULOLLA JAKOTUKKI YHDELLÄ TAI KAHDELL � ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 256 m 2 Kw : 15 PAINE:  16 A� R (232 PSI) VARMUUSKERROIN:  4

32

8

15

40

20

�m��������m�����������
2m Ø 32mm

�m��������m�����������  
2m Ø 20mm

�������  mm��������

������������� mm��������

������������� mm��������

KUVAUS KL�

 SARJAN SISÄLTÖ KITPRO� 2

8�m������ mm����������

1

1

1

2

1

1

Suoralähtöliitin, ulkokierre 32x1.1/4”

��������������
1.1/4“x1.1/4”

���� ���������  
32x1.1/4”

������� �����m����������  
Ø 32mm

������� �����m����������  
Ø 20mm

��� ��������� ����� ���������������
�������������

 

8

3

4

4

1

���������������������������  
32x20mm

����� mm�������

Jakotukki 1 ulosotto
F/F 20x1/2”

Jakotukki 2 ulosottoa
 F/F 20x1/2”

�������� ������������
2m Ø 20mm

KUVAUS KL�

2End cap Ø 32mm

KUVAUS KL�

16 m�

16 m�

KITPRO� 2

x 2

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KITPROFESSIONAL Ø 32mm
LINE  �LENGTH: 64M8 DROPS WITH THREADED O��L�  �1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA:256m2Kw:15PRESSURE:16 A�R(232 PSI)SAFETY FACTOR:4

�m����m ������
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

PIPINGEXPANSION KITPRO 32MM
K�TPROEXP32

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSIO K�IT PRO ��MM
TWIN PORT MANIFOLDKITCALPROB32

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KITPRO 32MM
SINGLE PORT MANIFOLDK�TCALPROM32

EXPANSION KITS 

32

8

15

40

20

�m����m ������
2m Ø 32mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 K�T CONTENTKITPRO�2

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

mm�

mm�

K�TPRO32

x2

 Q���� L��� K��� ��� ��� K��� �� � ���m���m � �� ����������m�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED O� � L �   � 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE: 16 BAR (232 PSI) SAFETY FACTOR: 4

�m����m ������
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 32MM
K� TPROEXP32

Q���� �� ��������
Ø 32x25mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPOO� N QT

DROPS EXPANSIO K� IT PRO � � MM
TWIN PORT MANIFOLD KITCALPROB32

Q���� �� ��������
Ø 32x20mm

2

2

4

2

�m����m ������
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM
SINGLE PORT MANILL� D K� TCALPROM32

EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

�m����m ������
2m Ø 32mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 K� T CONTENT KITPRO� 2

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

������ ��������
32x1.1/4”

�� ��������
Ø 32mm

�� ��������
Ø 20mm

Core drill for quick
branch plugs

8

3

4

4

1

Q���� �� ��������
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

mm�

mm�

K� TPRO32

x 2

P70QLKITPRO32   HINTA:  3250,00 € (alv 0%)

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. TUOTTEET AIRCOMIN TUOTEESITTEESSÄ.

QUICK LINE KIT PROFESSIONAL Ø32 mm 
ALUMIINISEN RUNKOLINJAN PITUUS 64 m (32 mm)
2 m alastuloja 8 kpl (20 mm)
1/2”  jakotukki yhdellä ja kahdella ulostulolla

Tuotenro: P70QLKITPRO32	

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m 2

Aluminium pipe  
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  

Aluminium pipe  

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

16m

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m

Aluminium pipe  
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO25

x 1

KITPRO32

x 2

SAFETY FACTOR: 4

1
 

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KITQUICK LINE KIT  PROFESSIONAL Ø 25 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

5 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 180 m 2 Kw : 7,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

PITUUS: 36M

18

5

9

40

10

Alumiinipaineilmaputki  
2m Ø 25mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 25mm

Putkenkiinnike M8 Ø 20mm

Putkenkiinnike M8 Ø 25mm

KUVAUS KPL

SARJAN SISÄLTÖ KITPRO25

1

1

1

1

1

Päätykappale Ø 25mm

Lähtöliitin sisäkierre
+ sulkuventtiili  25x3/4”

Liitosletku  
3/4“ M x 3/4” F

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

7

5

2

5

1

90° kulmaliitin Ø 25mm

T-supistusliitin  
Ø 25x20

T-liitin Ø 25mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL KUVAUS KPL

10

3

2

Putken kiinnike M8 Ø 25mm

90° kulmaliitin Ø 25mm

T-liitini Ø 25mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Alumiinipaineilmaputki  
2m Ø 25mm

4

4Jatkoliitin Ø 25mm

KUVAUS KPL

PRO 25MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

T-supistusliitin  
Ø 25x20mm

2

2
Alumiinpaineilmaputki  
2m Ø 20mm

KUVAUS KPL

PRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m2Kw: 15PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

Aluminium pipe 
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

 PIPING EXPANSION KIT PRO 32MM 
KITPROEXP32

Quick branch plug 
Ø 32x25mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug 
Ø 32x20mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe 
2m Ø 32mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose 
32x1.1/4”

Nut spanner 
Ø 32mm

Nut spanner 
Ø 20mm

Core drill for quick 
branch plugs

8

3

4

4

1

Quick branch plug 
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m2Kw: 15PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

Aluminium pipe 
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

 PIPING EXPANSION KIT PRO 32MM 
KITPROEXP32

Quick branch plug 
Ø 32x25mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug 
Ø 32x20mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe 
2m Ø 32mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose 
32x1.1/4”

Nut spanner 
Ø 32mm

Nut spanner 
Ø 20mm

Core drill for quick 
branch plugs

8

3

4

4

1

Quick branch plug 
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

1

1

1

QT

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m2Kw: 22PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

25

2

8

22

50

Aluminium pipe 
4m Ø 40mm

Aluminium pipe 
4m Ø 25mm

Aluminium pipe 
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose 
40x1.1/2”

Nut spanner 
Ø 40mm

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug 
40x25mm

Quick branch plug 
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe 
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM 
KITPROEXP40

Quick branch plug 
Ø 40x25mm

2

2

4

2

Aluminium pipe 
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM 
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug 
Ø 40x20mm

2

2

4

2

Aluminium pipe 
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM 
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick 
branch plugs

25m

25m

KITPRO40

x5

SAFETY FACTOR:  4

1
Connection hose  
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

 

QT

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL 
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

MAX. COVERED AREA: 625 m 2 K w : 22

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT 

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

DROPS EXPANSION KIT PRO 40MM
SINGLE PORT MANIFOLD 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

 PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KITPRO32

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

25m

KITPRO40

x 5

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL 
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2 K

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

 PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

6

6

15

4

4

QT

 

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KITPRO32

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

25m

KITPRO40

x 5

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL 
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2 K w : 22

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40 SINGLE PORT MANIFOLD 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

 PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

6

6

15

4

4

QT

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KITPRO32

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

25m

KITPRO40

x 5

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 
6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

QT

 PIPING EXPANSION KIT PRO 32MM  

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

 

 

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

25m

KITPRO40

x 5

QUICK LINE KIT STANDARD Ø 20mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner 
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA: 120 m2Kw: 5,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR:

15

6

30

7

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTION

2

2

4

2

QT

 

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM 
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM 
KITCALSTD20

2m

6m12m

KITSTD20

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 100M

MAX. COVERED AREA: 

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe
4m Ø 40mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

KITPRO40

x 5

SAFETY FACTOR: 4

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

 

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KIT

MAX. COVERED AREA: 

PIPING EXPANSION KIT PRO 40MM

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

KITPRO40

Lorem ipsum

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 100M

MAX. COVERED AREA: 

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe
4m Ø 40mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

KITPRO40

x 5

SAFETY FACTOR: 4

1
 

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KIT

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
PITUUS: 64M 8 ALASVETOA 1/2” ULOSTULOLLA (JAKOTUKKI YHDELLÄ TAI KAHDELLA ULOSOTOLLA)

YLEISET OMINAISUUDET

KATTAA ALUEEN: 256 m 2 Kw : 15 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

Alumiinipaineilmaputki  
2m Ø 32mm

6

6

15

4

4

Jatkoliitin Ø 32mm

Putken kiinnike M8 Ø 32mm

90° kulmaliitin Ø 32mm

T-liitin Ø 32mm

KUVAUS KPL

PRO 32MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

Joutsenkaula-alasottoliitin  
Ø 32x25mm

2

2

4

2

Alumiinipaineilmaputki  
2m Ø 20mm

Putken kiinnike M8 Ø 20mm

Jakotukki 2 ulosottoa
F/F 20x3/4”

KUVAUS KPL

PRO 32MMPRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

Joutsenkaula-alasottoliitin  
Ø 32x20mm

2

2

4

2

Alumiinipaineilmaputki  
2m Ø 20mm

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

KUVAUS KPL

PRO 32MMPRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

32

8

15

40

20

Alumiinipaineilmaputki  
2m Ø 32mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin  Ø 32mm

Putkenkiinnike M8 Ø 32mm

Putkenkiinnike M8 Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITPRO32

890°kulmaliitin Ø 32mm

1

1

1

2

1

1

Suoralähtöliitin, ulkokierre 32x1.1/4”

Palloventtiili
1.1/4“x1.1/4”

Joustava letku  
32x1.1/4”

Mutteriavain liittimelle 
Ø 32mm

Mutteriavain liittimelle 
Ø 20mm

Reikäpora joutsenkaulan alasottoon 
runkoputkesta

 

8

3

4

4

1

Joutsenkaula-alasottoliitin  
32x20mm

T-liitin Ø 32mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Jakotukki 2 ulosottoa
 F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL

2End cap Ø 32mm

KUVAUS KPL

16m

16m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m2Kw: 15PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

Aluminium pipe 
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

 PIPING EXPANSION KIT PRO 32MM 
KITPROEXP32

Quick branch plug 
Ø 32x25mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug 
Ø 32x20mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe 
2m Ø 32mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose 
32x1.1/4”

Nut spanner 
Ø 32mm

Nut spanner 
Ø 20mm

Core drill for quick 
branch plugs

8

3

4

4

1

Quick branch plug 
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. 
TUOTTEET LÖYTYVÄT AIRCOMIN TUOTE-ESITTEESTÄ.

 

SARJAN SISÄLTÖ KITPRO32

Joutsenkaula-alasottoliitin	 8	
32x20 mm

T-liitin ø 32 mm	 3

Jakotukki 1 ulosotto	 4
F/F 20x1/2”

Jakotukki 2 ulosottoa	 4
F/F 20x1/2”

Monikerroksinen putki	 1
2 m ø 20 mm

Päätykappale ø 32 mm	 2

Suoralähtöliitin 32x1.1/4”	 2 

Palloventtiili	 1
1.1/4” x 1.1/4”

Joustava letku	 1
32 x 1.1/4”

Mutteriavain liittimille	 1
ø 32 mm

Mutteriavain liittimille	 1
ø 20 mm

Reikäpora joutsenkaulan 	 1
alasottoon runkoputkesta

Alumiinipaineilmaputki	 32
2 m ø 32 mm

Alumiinipaineilmaputki	 8
2 m ø 20 mm

Jatkoliitin ø 32 mm	 15

Putkenkannake MB ø 32 mm	 40

Putkenkannake MB ø 20 mm	 20

90˚ kulmaliitin ø 32 mm	 8

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m 2

Aluminium pipe  
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  

Aluminium pipe  

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

16m

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 256 m

Aluminium pipe  
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 64M

MAX. COVERED AREA: 

Aluminium pipe
2m Ø 32mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION

 PIPING EXPANSION KIT PRO 32MM
KITPROEXP32

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

Aluminium pipe
2m Ø 32mm

Aluminium pipe
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION

90° Elbow Ø 32mm

8m

8m

18m

2m

KITPRO25

x 1

KITPRO32

x 2

SAFETY FACTOR: 4

1
 

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KITQUICK LINE KIT  PROFESSIONAL Ø 25 mm  

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

5 ALASVETOA 1/2” ULOSTULOLLA

YLEISET OMINAISUUDET

KATTAA ALUEEN: 180 m 2 Kw : 7,5 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

PITUUS: 36M

18

5

9

40

10

Alumiinipaineilmaputki  
2m Ø 25mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin Ø 25mm

Putkenkiinnike M8 Ø 20mm

Putkenkiinnike M8 Ø 25mm

KUVAUS KPL

SARJAN SISÄLTÖ KITPRO25

1

1

1

1

1

Päätykappale Ø 25mm

Lähtöliitin sisäkierre
+ sulkuventtiili  25x3/4”

Liitosletku  
3/4“ M x 3/4” F

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

7

5

2

5

1

90° kulmaliitin Ø 25mm

T-supistusliitin  
Ø 25x20

T-liitin Ø 25mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL KUVAUS KPL

10

3

2

Putken kiinnike M8 Ø 25mm

90° kulmaliitin Ø 25mm

T-liitini Ø 25mm

4

2

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Alumiinipaineilmaputki  
2m Ø 25mm

4

4Jatkoliitin Ø 25mm

KUVAUS KPL

PRO 25MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

T-supistusliitin  
Ø 25x20mm

2

2
Alumiinpaineilmaputki  
2m Ø 20mm

KUVAUS KPL

PRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m2Kw: 15PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

Aluminium pipe 
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

 PIPING EXPANSION KIT PRO 32MM 
KITPROEXP32

Quick branch plug 
Ø 32x25mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug 
Ø 32x20mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe 
2m Ø 32mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose 
32x1.1/4”

Nut spanner 
Ø 32mm

Nut spanner 
Ø 20mm

Core drill for quick 
branch plugs

8

3

4

4

1

Quick branch plug 
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m2Kw: 15PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

Aluminium pipe 
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

 PIPING EXPANSION KIT PRO 32MM 
KITPROEXP32

Quick branch plug 
Ø 32x25mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug 
Ø 32x20mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe 
2m Ø 32mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose 
32x1.1/4”

Nut spanner 
Ø 32mm

Nut spanner 
Ø 20mm

Core drill for quick 
branch plugs

8

3

4

4

1

Quick branch plug 
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

1

1

1

QT

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION QT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

8m

8m

18m

2m

KITPRO25

x 1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 40mm
LINEAR LENGTH: 100M10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m2Kw: 22PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

25

2

8

22

50

Aluminium pipe 
4m Ø 40mm

Aluminium pipe 
4m Ø 25mm

Aluminium pipe 
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTIONQT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose 
40x1.1/2”

Nut spanner 
Ø 40mm

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug 
40x25mm

Quick branch plug 
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTIONQT

Aluminium pipe 
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 40MM 
KITPROEXP40

Quick branch plug 
Ø 40x25mm

2

2

4

2

Aluminium pipe 
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM 
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug 
Ø 40x20mm

2

2

4

2

Aluminium pipe 
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 40MM 
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick 
branch plugs

25m

25m

KITPRO40

x5

SAFETY FACTOR:  4

1
Connection hose  
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

 

QT

QUICK LINE KIT  PROFESSIONAL Ø 25 mm  

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m 2 K w : 7,5 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe  
2m Ø 25mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTION QT

 KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose  
3/4“ M x 3/4” F

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee  
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT DESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe  
2m Ø 25mm

4

4Straight coupling Ø 25mm

DESCRIPTION Q T

PIPING EXPANSION KIT PRO 25MM  
KITPROEXP25

Reduced Tee  
Ø 25x20mm

2

2
Aluminium pipe  
2m Ø 20mm

DESCRIPTION Q T

DROPS EXPANSION KIT PRO 25MM  
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x 1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL 
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

MAX. COVERED AREA: 625 m 2 K w : 22

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT 

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

DROPS EXPANSION KIT PRO 40MM
SINGLE PORT MANIFOLD 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

 PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KITPRO32

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

25m

KITPRO40

x 5

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL 
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2 K

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

 PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

6

6

15

4

4

QT

 

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KITPRO32

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

25m

KITPRO40

x 5

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL 
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2 K w : 22

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40 SINGLE PORT MANIFOLD 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

 PROFESSIONAL Ø 32 mm
8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

6

6

15

4

4

QT

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

QT

 KIT CONTENT KITPRO32

8

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

25m

KITPRO40

x 5

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  
LINEAR LENGTH: 100M

MAX. COVERED AREA: 625 m 2

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 
6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

QT

 PIPING EXPANSION KIT PRO 32MM  

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

 

 

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

25m

KITPRO40

x 5

QUICK LINE KIT STANDARD Ø 20mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner 
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA: 120 m2Kw: 5,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR:

15

6

30

7

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTION

2

2

4

2

QT

 

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM 
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM 
KITCALSTD20

2m

6m12m

KITSTD20

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 100M

MAX. COVERED AREA: 

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe
4m Ø 40mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

KITPRO40

x 5

SAFETY FACTOR: 4

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

 

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTION

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KIT

MAX. COVERED AREA: 

PIPING EXPANSION KIT PRO 40MM

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

KITPRO40

Lorem ipsum

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT
LINEAR LENGTH: 100M

MAX. COVERED AREA: 

Aluminium pipe
4m Ø 40mm

Aluminium pipe
4m Ø 25mm

Aluminium pipe
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

Aluminium pipe
4m Ø 40mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION

PIPING EXPANSION KIT PRO 40MM
KITPROEXP40

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

KITPRO40

x 5

SAFETY FACTOR: 4

1
 

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

2m

8m

8m

18m

2m

KITPRO25

x1

QUICK LINE KIT

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
PITUUS: 64M 8 ALASVETOA 1/2” ULOSTULOLLA (JAKOTUKKI YHDELLÄ TAI KAHDELLA ULOSOTOLLA)

YLEISET OMINAISUUDET

KATTAA ALUEEN: 256 m 2 Kw : 15 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

Alumiinipaineilmaputki  
2m Ø 32mm

6

6

15

4

4

Jatkoliitin Ø 32mm

Putken kiinnike M8 Ø 32mm

90° kulmaliitin Ø 32mm

T-liitin Ø 32mm

KUVAUS KPL

PRO 32MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

Joutsenkaula-alasottoliitin  
Ø 32x25mm

2

2

4

2

Alumiinipaineilmaputki  
2m Ø 20mm

Putken kiinnike M8 Ø 20mm

Jakotukki 2 ulosottoa
F/F 20x3/4”

KUVAUS KPL

PRO 32MMPRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

Joutsenkaula-alasottoliitin  
Ø 32x20mm

2

2

4

2

Alumiinipaineilmaputki  
2m Ø 20mm

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

KUVAUS KPL

PRO 32MMPRO 25MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

32

8

15

40

20

Alumiinipaineilmaputki  
2m Ø 32mm

Alumiinipaineilmaputki  
2m Ø 20mm

Jatkoliitin  Ø 32mm

Putkenkiinnike M8 Ø 32mm

Putkenkiinnike M8 Ø 20mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITPRO32

890°kulmaliitin Ø 32mm

1

1

1

2

1

1

Suoralähtöliitin, ulkokierre 32x1.1/4”

Palloventtiili
1.1/4“x1.1/4”

Joustava letku  
32x1.1/4”

Mutteriavain liittimelle 
Ø 32mm

Mutteriavain liittimelle 
Ø 20mm

Reikäpora joutsenkaulan alasottoon 
runkoputkesta

 

8

3

4

4

1

Joutsenkaula-alasottoliitin  
32x20mm

T-liitin Ø 32mm

Jakotukki 1 ulosotto
F/F 20x1/2”

Jakotukki 2 ulosottoa
 F/F 20x1/2”

Monikerroksinen putki  
2m Ø 20mm

KUVAUS KPL

2End cap Ø 32mm

KUVAUS KPL

16m

16m

KITPRO32

x 2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT PROFESSIONAL Ø 32mm
LINEAR LENGTH: 64M8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m2Kw: 15PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

Aluminium pipe 
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTIONQT

 PIPING EXPANSION KIT PRO 32MM 
KITPROEXP32

Quick branch plug 
Ø 32x25mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug 
Ø 32x20mm

2

2

4

2

Aluminium pipe 
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 32MM 
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

32

8

15

40

20

Aluminium pipe 
2m Ø 32mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITPRO32

8 90° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose 
32x1.1/4”

Nut spanner 
Ø 32mm

Nut spanner 
Ø 20mm

Core drill for quick 
branch plugs

8

3

4

4

1

Quick branch plug 
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQT

2 End cap Ø 32mm

DESCRIPTIONQT

16m

16m

KITPRO32

x2

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 32 mm
LINEAR LENGTH: 64M 8 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 256 m 2 K w : 15 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

Aluminium pipe  
2m Ø 32mm

6

6

15

4

4

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

90° Elbow Ø 32mm

Tee Ø 32mm

DESCRIPTION QT

 PIPING EXPANSION KIT PRO 32MM  
KITPROEXP32

Quick branch plug  
Ø 32x25mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with twin port 
manifold F/F 20x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
TWIN PORT MANIFOLD KITCALPROB32

Quick branch plug  
Ø 32x20mm

2

2

4

2

Aluminium pipe  
2m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 32MM  
SINGLE PORT MANIFOLD KITCALPROM32

 EXPANSION KITS 

1

1

1

1

1

QT

32

8

15

40

20

Aluminium pipe  
2m Ø 32mm

Aluminium pipe  
2m Ø 20mm

Straight coupling Ø 32mm

Pipe brackets M8 Ø 32mm

Pipe brackets M8 Ø 20mm

DESCRIPTION QT

 KIT CONTENT KITPRO32

890° Elbow Ø 32mm

1

1

1

2

1

1

Union 32x1.1/4”

Ball valve 1.1/4“x1.1/4”

Connection hose  
32x1.1/4”

Nut spanner  
Ø 32mm

Nut spanner  
Ø 20mm

Core drill for quick  
branch plugs

8

3

4

4

1

Quick branch plug  
32x20mm

Ti Ø 32mm

Union with single port 
manifold F/F 20x1/2”

Union with twin port 
manifold F/F 20x1/2”

Multilayer pipe  
2m Ø 20mm

DESCRIPTION QT

2End cap Ø 32mm

DESCRIPTION QT

16m

16m

KITPRO32

x 2

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:
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QUICK LINE KIT PROFESSIONAL Ø32 mm QUICK LINE KIT PROFESSIONAL Ø40 mm 
ALUMIINISEN RUNKOLINJAN PITUUS 100 m (40 mm)
4 m alastuloja 2 kpl (25 mm) ja 4 m alasvetoja 8 kpl (20 mm) 
1/2” jakotukki yhdellä ja kahdella ulostulolla

Tuotenro: P70QLKITPRO40	

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

PROFESSIONAL Ø 40 mm
10 O� � PS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

PRESSURE: 16 B  � (232 S� I) SAFE  � FACTO� : 4

KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO 40MM
TWIN PO� T MANIFOLD KITCALPROB40

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO 40MM
SINGLE O  � � MANIFOLD KITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

PROFESSIONAL Ø 40 mm
10 O� � PS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

22 PRESSURE: 16 B  � (232 S� I) SAFE  � FACTO� : 4

KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO 40MM
TWIN PO� T MANIFOLD KITCALPROB40

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO 40MM
SINGLE O  � � MANIFOLD KITCALPROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED O� � LETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

PRESSURE: 16 A� R (232 PSI) SAFE  � FACTO� : 4

 KIT CONTENT KT� PRO� 0

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM
TWIN PO � � MANIFOLD KITCALPROB40

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � 0MM
SINGL � PORT MANILL� D KITLL� PROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED O� � LETS 1/2” S� INGLE-TWIN)

GENERAL FEATURES

K w : 22 PRESSURE: 16 A� R (232 PSI) SAFE  � FACTO� : 4

 KIT CONTENT KT� PRO� 0

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM
TWIN PO� T MANIFOLD KITCALPROB40

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � 0MM
SINGL � PORT MANILL� D KITLL� PROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

QUICK LINE KITBASIC Ø 16mm

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

LINEAR LENGTH: 4�M

GENERAL FEATURES

MAX. COVERED R�EA:48m2Kw:4PRESSURE:16 A�R(232PSI)

3 DROPS WITH THREADED O��LETS 1/2”

10

5

20

6

�m����m ������
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENTKT�BASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe
2m Ø 16mm

Q���� ��� �a ���������

DESCRIPTIONQT

EXPANSION KITS

�m����m ������
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSIO �KIT BASIC 6�MM
KITBASICEXP16

Tee Ø 16mm

�m����m ������
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSIO K�IT BASIC16MM
KITLL�BASIC16

4m8m

KITBASIC16

x1

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED O� � LETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

625 m 2 K w : 22 PRESSURE: 16 A� R (232 PSI) SAFETY FACTOR: 4

25

2

8

22

50

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

QT

 KIT CONTENT KT� PRO� 0

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

QT

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSIO K� IT PRO � 0MM
TWIN PO � � MANIFOL� KITLL� PRO4� 0

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO K� IT PRO � 0MM
SINGL � PORT MANILL� D KITLL� PROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

mm�

QUICK LINE KITSTANDARD Ø 20mm

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

LINEAR LENGTH: 22M

SAFETY FACTOR:4

4 DROPS WITH THREADED OUTLETS 1/2”

1
������ ��������
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

�� ��������
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 A�R(232PSI)

15

6

30

7

�m����m ������
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENTKITSTD20

������ ��������
1/2“ M x 1/2” F

Ball valve 16x1/2”

�� ��������
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Q���� ��� �a ���������

DESCRIPTIONQTDESCRIPTION

2

2

4

2

Pipe brackets M8 Ø 16mm

Union with single port 

QT

DROPS EXPANSIO K�IT BASIC16MM

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

�m����m ������
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPINGEXPANSIO �KIT STANDARD 20MM
KITSTDEXP20

Tee Ø 20mm

�m����m ������
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 0�MM
KITCALSTD20

2m

6mmm�

KITSTD20

x1

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED O� � LETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m 2 K w : 22 PRESSURE: 16 A� R (232 PSI) SAFETY FACTOR: 4

25

2

8

22

50

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT KT� PRO� 0

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

�m����m ������
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSIO � KIT PRO 40MM
KITPRO� XP40

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � 0MM
TWIN PO � � MANIFOL� KITLL� PRO4� 0

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO � 0MM
SINGL � PORT MANILL� D KITLL� PROM40

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

mm�

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

625 m 2 K w : 22 PRESSURE: 16 A� R (2  � PSI) SAFETY FACTOR: 4

25

2

8

22

50

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

KIT CONTENT K� TPRO� 0

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

�m����m ������
5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

QT

PIPING EXPANSIO K� IT PRO 40MM
KITPROX� P40

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO � � MM
TWI � PORT MANIFOLD KITCALPRO4� 0

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO � � MM
SINGLE PO� T MANIFOLD KITCALPRO4� 0

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

mm�

QUICK LINE KITSTANDARD Ø 20mm

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

LINEAR LENGTH: 22M

SAFETY FACTOR:4

4 DROPS WITH THREADED OUTLETS 1/2”

1
������ ��������
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

�� ��������
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA:120m2Kw:5,5 PRESSURE:16 A�R(2  �PSI)SAFETY FACTOR:

15

6

30

7

�m����m ������
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

KIT CONTENTK�TSTD20

������ ��������
1/2“ M x 1/2” F

Ball valve 16x1/2”

�� ��������
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

Q���� ��� �a ���������

DESCRIPTIONQTDESCRIPTION

2

2

4

2

QT

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

�m����m ������
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSIO K�IT STANDARD 0�MM
KITSTDEXP20

Tee Ø 20mm2

2
�m����m ������
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSIO K�IT STD 20MM
KITCALSTD20

2m

6mmm�

KITSTD20

x1

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

QUICK LINE KIT PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m 2 K w : 22 PRESSURE: 16 A� R (2  � PSI) SAFETY FACTOR: 4

25

2

8

22

50

�m����m ������
4m Ø 40mm

�m����m ������
4m Ø 25mm

�m����m ������
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

KIT CONTENT K� TPRO� 0

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

������ ��������
40x1.1/2”

�� ��������
Ø 40mm

�� ��������
Ø 25mm

�� ��������
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Q���� �� ��������
40x25mm

Q���� �� ��������
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

�m����m ������
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSIO K� IT PRO 40MM
KITPROX� P40

Q���� �� ��������
Ø 40x25mm

2

2

4

2

�m����m ������
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSIO K� IT PRO M� � M
TWI � PORT MANIFOLD KITCALPRO4� 0

Q���� �� ��������
Ø 40x20mm

2

2

4

2

�m����m ������
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSIO � KIT PRO � � MM
SINGLE PO� T MANIFOLD KITCALPRO4� 0

EXPANSION KITS 

1
Core drill for quick
branch plugs

mm�

mm�

KITPRO� 0

x 5

4

1

1

1

QT

QUICK LINE KITPROFESSIONAL Ø 25mm

 Q���� L��� K��� a�� ��� K��� �� � ���m���m � �� ����a�a��am�����������������������������������������������

5 DROPS WITH THREADED O��LETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA:180m2Kw:7,5 PRESSURE:16 A�R(2  �PSI)SAFETY FACTOR:4

LINEAR LENGTH: 36M

18

5

9

40

10

�m����m ������
2m Ø 25mm

�m����m ������
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

KIT CONTENTK�TPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

������ ��������
3/4“ M x 3/4” F

�� ��������
Ø 25mm

�� ��������
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

����� �����
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

�� mmm�����

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

EXPANSION KITS

�m����m ������
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSIO K�IT PRO 25MM
KITPROX�P25

����� �����
Ø 25x20mm

2

2
�m����m ������
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSIO K�IT PRO 25MM
KITCALPRO�5

2m

8m

8m

mm�

2m

KITPRO�5

x1

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
RUNKOLINJAN PITUUS: 100M (40 MM)

YLEISET OMINAISUUDET

KATTAA ALUEEN: 625 m 2 Kw : 22 PAINE:  16 A� R (232 PSI) VARMUUSKERROIN:  4

25

2

8

22

50

�m��������ma����������
4m Ø 40mm

�m��������ma����������  
4m Ø 25mm

�m��������ma����������  
4m Ø 20mm

������� mm��������

����� �������� mm��������

KUVAUS KL�

 SARJAN SISÄLTÖ KITPRO� 0

10

20

����� �������� mm��������

����� �������� mm��������

1

1

1

2

1

1

Suoralähtöliitin, ulkokierre 40x1.1/2”

Palloventtiili 1.1/2“x1.1/2”

���a ���������
40x1.1/2”

����a�� �����m����������
Ø 40mm

����a�� �����m����������
Ø 25mm

����a�� �����m����������
Ø 20mm

8

8

2

1

8

��ma����� mm����������

������a�aa������������������  
40x25mm

������a�aa������������������  
40x20mm

����� mm�������

Jakotukki 1 ulosotto
F/F 20x1/2”

KUVAUS KL�

2

1

Jakotukki 2 ulosottoa
F/F 25x3/4”

Päätykappale Ø 4mm

KUVAUS KL�

1
��a �����a�a� aa������������������
��������a����

25 m�
25 m�

KITPRO� 0

x 5

4

1

1

1

2

1

1

QT

2

2

4

2

QT

KITCALPRO4�0

1

P70QLKITPRO40   HINTA:  4790,00 € (alv 0%)

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. TUOTTEET AIRCOMIN TUOTEESITTEESSÄ.

JAKOTUKKI YHDELLÄ TAI KAHDELLA ULOSTULOLLA

2 ALASVETOATOA 4 M (25MM) JA 8 ALASVETOA 4 M 1/2” ULOSTULOLLA

SARJAA VOI LAAJENTAA TARPEEN MUKAAN. 
TUOTTEET LÖYTYVÄT AIRCOMIN TUOTE-ESITTEESTÄ.

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

QUICK LINE KIT BASIC Ø 16mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m2Kw: 4PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe 
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe 
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQT

 EXPANSION KITS

Aluminium pipe 
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM 
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m8m

KITBASIC16

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

 

 

 

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

 
5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

QT

 

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

QUICK LINE KIT STANDARD Ø 20mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner 
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA: 120 m2Kw: 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTION

2

2

4

2

 

Pipe brackets M8 Ø 16mm

Union with single port 

QT

DROPS EXPANSION KIT BASIC 16MM 

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM 
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe 
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM 
KITCALSTD20

2m

6m12m

KITSTD20

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Aluminium pipe  
5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

QUICK LINE KIT STANDARD Ø 20mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner 
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA: 120 m2Kw: 5,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR:

15

6

30

7

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTION

2

2

4

2

QT

 

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM 
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM 
KITCALSTD20

2m

6m12m

KITSTD20

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

KITPRO40

x 5

 4

1

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

8m

8m

18m

2m

KITPRO25

x1

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
PITUUS: 100M 10 ALASVETOA 1/2” ULOSTULOLLA (JAKOTUKKI YHDELLÄ TAI KAHDELLA ULOSOTOLLA)

YLEISET OMINAISUUDET

KATTAA ALUEEN: 625 m 2 Kw : 22 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

25

2

8

22

50

Alumiinipaineilmaputki  
4m Ø 40mm

Alumiinipaineilmaputki  
4m Ø 25mm

Alumiinipaineilmaputki  
4m Ø 20mm

Jatkoliitin Ø 40mm

Putken kiinnike M8 Ø 40mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITPRO40

10

20

Putken kiinnike M8 Ø 25mm

Putken kiinnike M8 Ø 20mm

1

1

1

2

1

1

Suoralähtöliitin, ulkokierre 40x1.1/2”

Palloventtiili 1.1/2“x1.1/2”

Joustava letku  
40x1.1/2”

Mutteriavain liittimelle 
Ø 40mm

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

8

8

2

1

8

90° kulmaliitin Ø 40mm

Joutsenkaula-alasoottoliitin  
40x25mm

Joutsenkaula-alasoottoliitin  
40x20mm

T-liitin Ø 40mm

Jakotukki 1 ulosotto
F/F 20x1/2”

KUVAUS KPL

2

1

Jakotukki 2 ulosottoa
F/F 25x3/4”

Päätykappale Ø 4mm

KUVAUS KPL

Alumiinipaineilmaputki  
4m Ø 40mm

5

5

10

4

2

Jatkoliitin Ø 40mm

Putken kiinnike M8 Ø 40mm

90° kulmaliitin Ø 40mm

T-liitin Ø 40mm

KUVAUS KPL

PRO 40MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

Joutsenkaula alasottoliitin  
Ø 40x25mm

2

2

4

2

Alumiinipaineilmaputki  
4m Ø 25mm

Putken kiinnike M8 Ø 25mm

Jakotukki 2 ulosottoa
F/F 25x3/4”

KUVAUS KPL

PRO 40MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

Joutsenkaula alasottoliitin  
Ø 40x20mm

2

2

4

2

Alumiinipaineilmaputki  
4m Ø 20mm

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

KUVAUS KPL

PRO 40MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

1
Reikäpora joutsenkaulan alasottoon 
runkoputkesta

25m

25m

KITPRO40

x 5

 4

1

1

1

2

1

1

QT

2

2

4

2

QT

 
KITCALPROB40

1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:

SARJAN SISÄLTÖ KITPRO40

Alumiinipaineilmaputki	 25
4 m ø 40 mm

Alumiinipaineilmaputki	 2
4 m ø 25 mm

Alumiinipaineilmaputki	 8
4 m ø 20 mm

Jatkoliitin ø 40 mm	 22

Putkenkannake MB ø 40 mm	 50

Putkenkannake MB ø 25 mm	 10

90˚ kulmaliitin ø 20 mm	 20

90˚ kulmaliitin ø 40 mm	 8

Joutsenkaula-alasottoliitin	 8	
40x25 mm

Joutsenkaula-alasottoliitin	 2	
40x20 mm

T-liitin ø 40 mm	 1

Jakotukki 1 ulosotto	 8
F/F 20x1/2”

Jakotukki 2 ulosottoa	 2
F/F 25x3/4”

Päätykappale ø 40 mm	 1

Suoralähtöliitin, ulkokierre 	 2
40x1.1/2”	

Palloventtiili	 1
1.1/2” x 1.1/2”

Joustava letku	 1
40 x 1.1/2”

Mutteriavain liittimille	 1
ø 40 mm

Mutteriavain liittimille	 1
ø 25 mm

Mutteriavain liittimille	 1
ø 20 mm

Reikäpora joutsenkaulan 	 1
alasottoon runkoputkesta

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

PROFESSIONAL Ø 40 mm
10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

 KIT CONTENT KITPRO40

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

QUICK LINE KIT BASIC Ø 16mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 14M

GENERAL FEATURES

MAX. COVERED AREA: 48 m2Kw: 4PRESSURE: 16 BAR (232 PSI)

3 DROPS WITH THREADED OUTLETS 1/2”

10

5

20

6

Aluminium pipe 
2m Ø 16mm

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

DESCRIPTIONQT

 KIT CONTENT KITBASIC16

4

3

1

1

Tee Ø 16mm

Union with single port 
manifold F/F 16x1/2”

Multilayer pipe 
2m Ø 16mm

Quick coupling da 1/2”

DESCRIPTIONQT

 EXPANSION KITS

Aluminium pipe 
2m Ø 16mm

2

3

4

2

2

Straight coupling Ø 16mm

Pipe brackets M8 Ø 16mm

90° Elbow Ø 16mm

Tee Ø 16mm

DESCRIPTIONQT

PIPING EXPANSION KIT BASIC 16MM 
KITBASICEXP16

Tee Ø 16mm

Aluminium pipe
2m Ø 16mm

Pipe brackets M8 Ø 16mm

Union with single port 
manifold F/F 16x1/2”

DESCRIPTION

DROPS EXPANSION KIT BASIC 16MM
KITCALBASIC16

4m8m

KITBASIC16

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

 

 

 

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

 
5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

QT

 

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

QUICK LINE KIT STANDARD Ø 20mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner 
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA: 120 m2Kw: 5,5 PRESSURE: 16 BAR (232 PSI)

15

6

30

7

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTION

2

2

4

2

 

Pipe brackets M8 Ø 16mm

Union with single port 

QT

DROPS EXPANSION KIT BASIC 16MM 

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM 
KITSTDEXP20

Tee Ø 20mm

Aluminium pipe 
2m Ø 20mm

DESCRIPTION

DROPS EXPANSION KIT STD 20MM 
KITCALSTD20

2m

6m12m

KITSTD20

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Aluminium pipe  
5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

QUICK LINE KIT STANDARD Ø 20mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

LINEAR LENGTH: 22M

SAFETY FACTOR: 4

4 DROPS WITH THREADED OUTLETS 1/2”

1
Connection hose 
1/2“ M x 1/2” F

1

1

Ball valve 16x1/2”

Nut spanner 
Ø 16mm

DESCRIPTIONQT

GENERAL FEATURES

MAX. COVERED AREA: 120 m2Kw: 5,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR:

15

6

30

7

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 20mm

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

DESCRIPTIONQT

 KIT CONTENT KITSTD20

Connection hose
1/2“ M x 1/2” F

Ball valve 16x1/2”

Nut spanner
Ø 20mm

6

4

1

1

Tee Ø 20mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

Quick coupling da 1/2”

DESCRIPTIONQTDESCRIPTION

2

2

4

2

QT

 

6

3

2

Pipe brackets M8 Ø 20mm

90° Elbow Ø 20mm

Tee Ø 20mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 20mm

3

4 Straight coupling Ø 20mm

DESCRIPTIONQT

PIPING EXPANSION KIT STANDARD 20MM 
KITSTDEXP20

Tee Ø 20mm2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT STD 20MM 
KITCALSTD20

2m

6m12m

KITSTD20

x1

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
LINEAR LENGTH: 100M 10 DROPS WITH THREADED OUTLETS 1/2” (SINGLE-TWIN)

GENERAL FEATURES

MAX. COVERED AREA: 625 m 2 K w : 22 PRESSURE:  16 BAR (232 PSI) SAFETY FACTOR:  4

25

2

8

22

50

Aluminium pipe  
4m Ø 40mm

Aluminium pipe  
4m Ø 25mm

Aluminium pipe  
4m Ø 20mm

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

DESCRIPTION QT

 KIT CONTENT KITPRO40

10

20

Pipe brackets M8 Ø 25mm

Pipe brackets M8 Ø 20mm

1

1

1

2

1

1

Union 40x1.1/2”

Ball valve 1.1/2“x1.1/2”

Connection hose  
40x1.1/2”

Nut spanner  
Ø 40mm

Nut spanner  
Ø 25mm

Nut spanner  
Ø 20mm

8

8

2

1

8

90° Elbow Ø 40mm

Quick branch plug  
40x25mm

Quick branch plug  
40x20mm

Ti Ø 40mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

2

1

Union with twin port 
manifold F/F 25x3/4”

End cap Ø 4mm

DESCRIPTION QT

Aluminium pipe  
4m Ø 40mm

5

5

10

4

2

Straight coupling Ø 40mm

Pipe brackets M8 Ø 40mm

90° Elbow Ø 40mm

Ti Ø 40mm

DESCRIPTION QT

PIPING EXPANSION KIT PRO 40MM  
KITPROEXP40

Quick branch plug  
Ø 40x25mm

2

2

4

2

Aluminium pipe  
4m Ø 25mm

Pipe brackets M8 Ø 25mm

Union with twin port 
manifold F/F 25x3/4”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
TWIN PORT MANIFOLD KITCALPROB40

Quick branch plug  
Ø 40x20mm

2

2

4

2

Aluminium pipe  
4m Ø 20mm

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

DESCRIPTION QT

DROPS EXPANSION KIT PRO 40MM  
SINGLE PORT MANIFOLD KITCALPROM40

 EXPANSION KITS 

1
Core drill for quick  
branch plugs

25m

25m

KITPRO40

x 5

 4

1

1

1

QT

QUICK LINE KIT PROFESSIONAL Ø 25mm 

All Quick Line Kits and Expansion Kits come with M8 plugs. Aluminum pipes come install-ready pre-chamfered.

5 DROPS WITH THREADED OUTLETS 1/2”

GENERAL FEATURES

MAX. COVERED AREA: 180 m2Kw: 7,5 PRESSURE: 16 BAR (232 PSI)SAFETY FACTOR: 4

LINEAR LENGTH: 36M

18

5

9

40

10

Aluminium pipe 
2m Ø 25mm

Aluminium pipe 
2m Ø 20mm

Straight coupling Ø 25mm

Pipe brackets M8 Ø 20mm

Pipe brackets M8 Ø 25mm

DESCRIPTIONQT

 KIT CONTENT KITPRO25

1

1

1

1

1

End cap Ø 25mm

Ball valve 25x3/4”

Connection hose 
3/4“ M x 3/4” F

Nut spanner 
Ø 25mm

Nut spanner 
Ø 20mm

7

5

2

5

1

90° Elbow Ø 25mm

Reduced Tee 
Ø 25x20

Tee Ø 25mm

Union with single port 
manifold F/F 20x1/2”

Multilayer pipe 
2m Ø 20mm

DESCRIPTIONQTDESCRIPTIONQT

10

3

2

Pipe brackets M8 Ø 25mm

90° Elbow Ø 25mm

Teei Ø 25mm

4

2

Pipe brackets M8 Ø 20mm

Union with single port 
manifold F/F 20x1/2”

 EXPANSION KITS

Aluminium pipe 
2m Ø 25mm

4

4 Straight coupling Ø 25mm

DESCRIPTIONQT

PIPING EXPANSION KIT PRO 25MM 
KITPROEXP25

Reduced Tee 
Ø 25x20mm

2

2
Aluminium pipe 
2m Ø 20mm

DESCRIPTIONQT

DROPS EXPANSION KIT PRO 25MM 
KITCALPRO25

2m

8m

8m

18m

2m

KITPRO25

x1

Kaikki Quick Line Kitit ja laajennusosat tulevat M8 pistokkeella. Alumiinipaineilmaputket tulevat valmiiksi asennusvalmiina ja valmiiksi viistettyinä.

QUICK LINE KIT  PROFESSIONAL Ø 40 mm
PITUUS: 100M 10 ALASVETOA 1/2” ULOSTULOLLA (JAKOTUKKI YHDELLÄ TAI KAHDELLA ULOSOTOLLA)

YLEISET OMINAISUUDET

KATTAA ALUEEN: 625 m 2 Kw : 22 PAINE:  16 BAR (232 PSI) VARMUUSKERROIN:  4

25

2

8

22

50

Alumiinipaineilmaputki  
4m Ø 40mm

Alumiinipaineilmaputki  
4m Ø 25mm

Alumiinipaineilmaputki  
4m Ø 20mm

Jatkoliitin Ø 40mm

Putken kiinnike M8 Ø 40mm

KUVAUS KPL

 SARJAN SISÄLTÖ KITPRO40

10

20

Putken kiinnike M8 Ø 25mm

Putken kiinnike M8 Ø 20mm

1

1

1

2

1

1

Suoralähtöliitin, ulkokierre 40x1.1/2”

Palloventtiili 1.1/2“x1.1/2”

Joustava letku  
40x1.1/2”

Mutteriavain liittimelle 
Ø 40mm

Mutteriavain liittimelle 
Ø 25mm

Mutteriavain liittimelle 
Ø 20mm

8

8

2

1

8

90° kulmaliitin Ø 40mm

Joutsenkaula-alasoottoliitin  
40x25mm

Joutsenkaula-alasoottoliitin  
40x20mm

T-liitin Ø 40mm

Jakotukki 1 ulosotto
F/F 20x1/2”

KUVAUS KPL

2

1

Jakotukki 2 ulosottoa
F/F 25x3/4”

Päätykappale Ø 4mm

KUVAUS KPL

Alumiinipaineilmaputki  
4m Ø 40mm

5

5

10

4

2

Jatkoliitin Ø 40mm

Putken kiinnike M8 Ø 40mm

90° kulmaliitin Ø 40mm

T-liitin Ø 40mm

KUVAUS KPL

PRO 40MM PUTKISTOA VOI LAAJENTAA ESIM TÄLLAISELLA 
KOKONAISUUDELLA :

 

Joutsenkaula alasottoliitin  
Ø 40x25mm

2

2

4

2

Alumiinipaineilmaputki  
4m Ø 25mm

Putken kiinnike M8 Ø 25mm

Jakotukki 2 ulosottoa
F/F 25x3/4”

KUVAUS KPL

PRO 40MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

Joutsenkaula alasottoliitin  
Ø 40x20mm

2

2

4

2

Alumiinipaineilmaputki  
4m Ø 20mm

Putken kiinnike M8 Ø 20mm

Jakotukki 1 ulosotto
F/F 20x1/2”

KUVAUS KPL

PRO 40MM ALASVETOLAAJENNUSSARJAA VOI LAAJENTAA 
ESIM. TÄLLAISELLA KOKONAISUUDELLA:

 

1
Reikäpora joutsenkaulan alasottoon 
runkoputkesta

25m

25m

KITPRO40

x 5

 4

1

1

1

2

1

1

QT

2

2

4

2

QT

 
KITCALPROB40

1

SARJAA VOI LAAJENTAA TARPEEN MUKAAN ESIMERKIKSI TÄLLAISILLA LISÄOSAPAKETEILLA:
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Lukkosepänkatu 14 
20320 Turku 
P. 020 771 30 
www.projecta.fi

projecta.fi

projecta.fi

Projecta on kone- ja tarviketoimittaja, jonka ratkaisut ovat tarkoitettuja ammattimaiseen tuloksen-
tekoon. Tämä tarkoittaa sitä, että saat meiltä tuotteita ja tarvikkeita, joiden laatuun voit luottaa. 
Mitä kiireempi tilaus tai mitä haastavampi case, sitä enemmän osaat arvostaa 
Projectan toimittamaa laatua. 

Projectan pitkä toimialakokemus näkyy myös asiantuntijoidemme palvelussa. Kun sinulla herää  
tarve investoida uuteen tuotantokalustoon tai miettiä tuotantoprosessisi tehostamista laajemmin-
kin,  ota yhteys Projectaan. Meiltä saat oikeat välineet ja vinkit tehokkaaseen tuloksentekoon.

Esitteet ladattavissa osoitteessa
https://www.projecta.fi/tietoa-meista/hinnastot-ja-esitteet/

PRO  RATKAISUTRATKAISUT
TEOLLISUUDELLETEOLLISUUDELLE
JA TEKIJÖILLEJA TEKIJÖILLE

Contact Projecta and
YOU‘LL NEVER WORK ALONE

Aircomin sisäinen laadunvalvonta testaa tuotteita  jatkuvasti ja 
tarkistaa systemaattisesti jokaisen suunnittelu- ja valmistus-
vaiheen sekä jälkimarkkinoinnin toimenpiteitä. Yrityksellä on 
ISO EN 9001 -laatusertifikaatti. Lisäksi Quick Line -tuotesarja 
on saaanut T.S.S.A. -sertifioinnin.
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